TONG CUC TIEU CHUAN DO LUGNG CHAT LUGNG
Q TRUNG TAM KY THUAT TIEU CHUAN DO LUGNG CHAT LUQNG 3

QUATEST 3° QUALITY ASSURANCE & TESTING CENTER 3

KT3-0383BDI7 PHIEU KET QUA THU NGHIEM 30/03/2017

1. Tén mAu : DPEN CHIEU SANG KHAN CAP
Name of sample MODEL: EXM-1CY2L

2. S6 luong méu : 01
Quantity

3. Mb ta miu - Bén chiéu sang khén cp ding Led; Ghi nhan: EXM-EM1CY2L, 220 VAC
Description 50 Hz, LED-04LEDx1,0W

4. Ngay nhan miu : 23/03/2017

Date of receiving
5. Thoi gian thir nghié€m : 24/03/2017 —29/03/2017

Testing duration
6. Noi giri mau : CONG TY CO PHAN PUC THUAN

Customer 39 Lé Lai, Phwong 3, Go Vap, TP. Ho Chi Minh
7. Phuong phap thir : TCVN 7722-1 : 2009

Test method

8. Két qua thir nghiém
Test result

Tén chi tiéu Két qua thir nghiém
Specification Test result
8.1. Dién trd cach dién sau khi xir Iy néng 4m 48 h, MQ Lén hon 200
Insulation resistance after 48 h humidity treatment More than
8.2. Thu dién ap 1480 V trong 1 min sau khi xir Iy néng 4m 48 h Dat
Voltage withstand test of 1480 V for 1 min after 48 h humidity Pass
Ireatment
P. TRUOGNG PTN DPIEN PHO GIAM POC

FOR HEAD OF ELECTRICAL TESTING LAB.

Nguyén Mirng

1. Céc két qué thir nghiém ghi trong pmeu nay chi c6 gié tri déi voi méu do khich hang giri dén./ Test results are valid for the namely submitted sample(s) only.
2. Khéng dugc trich sao mot phan phiéu két qua thir nghiém nay néu khong c6 sy dong ¥ bing vin ban cia Trung tim K§ thujt 3. N/A: khong ap dung.
This Test Report shall not be reproduced, except in full, without the written approval of Quatest 3. Not applicable
3. Tén mAu, tén khach hang dugc ghi theo yéu céu ciia noi gln mau./ Name oj sample and customer are written as customer’s request.
4. Dj khong dam bao do mé rong wde lugng duge tinh véi k =2, mitc tin cay 95 %. Khéch hang c6 thé lién hé theo dia chi dudi dé biét thém théng tin.
Estimated expanded uncertainty of measurement with k = 2, at 95 % confidence level. Please contact Quatest 3 at the below address for further information.

Head Office: 49 Pasteur, Q1, H6 Chi Minh City, VIET NAM  Tel: (84-8) 3829 4274 Fax: (84-8) 3829 3012 Website: www.quatest3.com.vn
Testing: 7 Road 1, Bién Hoa 1 Industrial Zone, Pong Nai Tel: (84-61) 383 6212 Fax: (84-61) 383 6298 E-mail: qt-dichvutn@quatest3.com.vn

Lan stra ddi: 4 BH9 (03/2012) MO03/1 - TTTN09
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QUATEST3® QUALITY ASSURANCE & TESTING CENTER 3

KT3-0182DI5/2 PHIEU KET QUA THU NGHIEM 26/01/2015
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1. Tén mau : PEN CHIEU SANG SU CO, MODEL: EXM-EM1EY2L
Name of sample

2. S6 lwong miu s 01
Quantity

3. Mbtamiu : Bén dung LED; Ghi nhan: EXM; EXM-EM1EY2L, 100 - 240 VAC
Description 50/60 Hz, LED-O4LEDx1,0W

4. Ngay nhan miu : 21/01/2015

Date of receiving -
5. Thoi gian thr nghiém : 22/01/2015 - 26/01/2015

Testing duration
6. Noi giri mu : CONG TY CO PHAN BUC THUAN

Customer 39 Lé Lai, Phwong 3, Go Vap, TP. Ho Chi Minh
7. Phuong phap tht . : IEC 60598-1:2003

Test method Luminaires - Part 1: General requirements and tests
8. Két qua thir nghiém

Test result

Tén chi tiéu Két qua thir nghiém
Specification Test result
8.1. Dién trd cach dién sau khi xir 1y néng 4m 48 h, MQ Lén hon 1000
Insulation resistance after 48 h humidity treatment More than

8.2. Thitr dién 4p 1480 V trong 1 min sau khi xtr ly néng 4m 48 h Dat
Voltage withstand test of 1480 V for 1 min after 48 h humidity Pass
treatment

TRUONG PTN DIEN PHO GIAM POC
HEAD OF ELECTRICAL TESTING LAB. VICE DIRECTOR

/

%
siong Thanh Son

Nguyén T4n Tung _——
IO

1. Céc k€t qua thit nghiém ghi trong phi€u nay chi ¢6 gid tri ddi v6i miu do khdch hang giti dén./ Test results are valid for the namely submitted sample s) only

2. Khong dugc trich sao mot phin phi€u k&t qua thir nghiém ndy néu khong ¢ sy déng § bing vin bin ctia Trung tdm Ky thudt 3. N/A: khong dp dung.
This Test Report shall not be reproduced, except in full, without the written approval of Quatest 3. Not applicable

3. Tén méiu, tén khach hang dugc ghi theo yéu ciu cla ndi gli mau./ Name of sample and customer are written as customer’s request
4. Bo khong ddm bdo do md rong udc lugng dude tinh véi k = 2, mide tin cdy 95 %. Khich hang ¢6 thé lién hé theo dia chi dudi dé biét thém thong tin.
Estimated expanded uncertainty of measurement with k = 2, at 95 % confidence level. Please contact Quatest 3 at the below address for further information.

Head Office: 49 Pasteur, Q1, H5 Chi Minh City, VIET NAM  Tel: (84-8) 38294274  Fax: (84-8) 38293012 Website: www.quatest3.com.vn
Testing: 7 Road 1, Bién Hoa 1 Industrial Zone, Péng Nai ~ Tel: (84-61) 3836212  Fax: (84-61) 3836298 E-mail: gt-dichvutn@quatest3.com.vn

Lan sifa ddi: 4 BH9 (03/2012) M03/1 - TTTNO9
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. Ténmiu : DPEN CHIEU SANG SU CO, MODEL: EXM-EM1EY3L
Name of sample

2. S$6 lugng mau : 01
Quantity )

3. Mb ta mau : Bén dung LED; Ghi nhan: EXM; EXM-EM1EY3L, 100 - 240 VAC
Description i 50/60 Hz, LED-O6LEDx1.0W

4. Ngay nhan mau : 21/01/2015
Date of receiving

5. Thoi gian thu nghiém : 22/01/2015 - 26/01/2015

Testing duration
6.Noigtimdu ~ :CONG TY CO PHAN BUC THUAN

Customer 39 Lé Lai, Phwong 3, Go Vap, TP. Ho Chi Minh
7. Phuong phép thir : IEC 60598-1 : 2003

Test method Luminaires - Part 1: General requirements and tests
8. Két qua thir nghiém

Test result

Tén chi tiéu Két qua thir nghiém
Specification Test result
8.1. Dién tro cach dién sau khi xr 1y néng 4m 48 h, MQ Lén hon 1000
Insulation resistance after 48 h humidity treatment More than

8.2. Thur dién 4p 1480 V trong 1 min sau khi xir Iy néng 4m 48 h Dat
Voltage withstand test of 1480V for 1 min after 48 h humidity Pass
treatment

TRUONG PTN DPIEN PHO GIAM POC
HEAD OF ELECTRICAL TESTING LAB. VICE DIRECTOR

Nguyén Tén Tung

I. Cdc két qué thir nghiém ghi trong phi€u nay chi ¢6 gid tri d6i vdi mau do khdch hang giti d€n./ Test results are valid for the namely submitted sample(s) only.

2. Khong dudgc trich sao mot phin phi€u két qua thi nghiém nay néu khong c6 sy ddng ¥ bing van bin cla Trung tim Ky thudt 3. N/A: khong dp dung.
This Test Report shall not be reproduced, except in full, without the written approval of Quatest 3. Not applicable

3. Tén méu, tén khach hang dugc ghi theo yéu cau clia noi glti mdu./ Name of sample and customer are written as customer’s request.
4. Do khong ddm bdo do md rong wdc lugng dudc tinh véi k = 2, mic tin cdy 95 %. Khach hang c6 thé lién hé theo dia chi dudi dé biét thém thong tin.
Estimated expanded uncertainty of measurement with k = 2, at 95 % confidence level. Please contact Quatest 3 at the below address for further information.

Head Office: 49 Pasteur, Q1, H6 Chi Minh City, VIET NAM  Tel: (84-8) 38294274  Fax: (84-8) 38293012 Website: www.quatest3.com.vn
Testing: 7 Road 1, Bién Hoa 1 Industrial Zone, Pong Nai ~ Tel: (84-61) 3836212  Fax: (84-61) 3836298 E-mail: qt-dichvutn@quatest3.com.vn

Lan stta ddi: 4 BH9 (03/2012) MO03/1 - TTTNO9
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QUATEST 3"

TONG CUC TIEU CHUAN DO LUONG CHAT LUONG

TRUNG TAM KY THUAT TIEU CHUAN DO LUGNG CHAT LUGNG 3

QUALITY ASSURANCE & TESTING CENTER 3

KT3-2506DI4/1

PHIEU KET QUA THU NGHIEM

25/09/2014
Page 01/01

1.

2.

Tén mau

Name of sample

S6 luong mau

Quantity

3. Mb ta mau
Description

4.

Ngay nhan miu
Date of receiving

. Thoi gian thtr nghiém

Testing duration

. Noi giri mau

Customer

. Phuong phép thir

Test method

. Két qua thir nghiém

Test result

- DPEN EXIT - MODEL: EXM-DT376
101

: Bén chiéu sang khan cdp ding LED; Ghi nhan: EXM

Model EXM-DT376S, 110 - 240 VAC, 50/60 Hz, Viét Nam

. 15/09/2014
- 16/09/2014 - 24/09/2014

: CONG TY CO PHAN PUC THUAN

39 Lé Lai, Phwong 3, Go Vip, TP. Hb Chi Minh

;- Item 8.1 : IEC 60598-1 : 2003

- Item 8.2 : Theo yéu cau khach hang / As customer’s request

Tén chi tiéu

Két qua thir nghiém

8.2. Kiém tra thoi gian hoat dong khén cép 2h
Verification for 2 h duration of emergency operation
e Thoi gian sac dién / Charge time
e Do d6 roi trong budng tdi
Measurement of illumination in dark room

Specification Test result
8.1. Dién try cich dién sau khi xir Iy néng 4m 48 h, MQ Lén hon 1000
Insulation resistance after 48 h humidity treatment More than

24 h

Do roi con 19 % so véi luc bit dau
Illumination remain 19 %
the beginning value

P. TRUONG PTN PIEN
FOR HEAD OF ELECTRICAL TESTING LAB.

Juug

Nguyén Mirng

PHO GIAM POC

Kf Th' ”T '
@mqw L
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I. Cdc ket gua thit nghiém ghi trong phi€u nay chi ¢6 gid tri d6i véi mau do khach hang gii dén./ Test results are valid for the namely submitted sample (s) only

2. Khong dudgc trich sao mot phin phi€u két qué thir nghiém nay néu khong ¢6 sy dong ¥ biing vian bin ctia Trung tim Ky thuét 3
This Test Report shall not be reproduced, except in full, without the written approval of Quatest 3.

3. Tén mdu, tén khdch hang
4. Do khong

dudc g

hi theo yéu ciu ctia ndi gii mau./ Name of sample «
dam bdo do md rong udc lugng dude tinh vdi k = 2, mic tin cdy 95 %
Estimated expanded uncertainty of measurement with k = 2, at 95 %

ind customer are written as customer's request
Khich hang ¢6 thé lién hé theo dia chi dudi dé biét thém thong tin
confidence level. Please contact Quatest 3 at the below address for further information

N/A: khong dp dung
Not applicable

Head Office: 49 Pasteur, Q1, H6 Chi Minh City, VIET NAM
7 Road 1, Bién Hoa 1 Industrial Zone, Pong Nai

Testing:

Tel: (84-8) 38294274  Fax: (84-8) 3829 3012
Tel: (84-61) 3836212  Fax: (84-61) 3836298

Website: www.quatest3.com.vn
E-mail: gt-dichvutn@quatest3.

com.vn

Lan stra

doi: 4

BH9 (03/2012)

M03/1

-TTTNO9
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